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S ticed small fluctuations in the oil pressure for the
n ns stopped and there were no further abnormal
in ch, the nose gear indicator displayed an unsafe
c kers and the alignment indicators for the nose gear,
w pressures -- all systems checked good.  Capt Rosa
r  Rosa planned to leave  gear down on the go
a re began to fluctuate vi ly accompanied by the
lo rag with thrust loss, Ca osa raised the landing
g cted.  The aircraft leve ff at 3,000 feet above
g peared to be operating ally in idle with the low
o  to leave the engine run  in idle and fly a three-
e ar malfunction.  While olding, the crew again
lo e gear failed to indicat wn and locked.  After
c ications, the crew deci to leave the nose gear
d d an in-flight emergen nd flew a three-engine
in  wiring in the nose whe ell as well as a missing
o
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hortly after initial takeoff, during a night sortie the crew of an RC-135 no
umber one engine.  As the copilot reduced engine power, the fluctuatio
dications.  When the landing gear was lowered on the second approa
ondition.  The navigator, Maj Rick Moses, immediately checked circuit brea
hile the instructor pilot, Capt Rich Rosa, checked hydraulic quantities and 

ecycled the gear twice while on final and got the same indicators.  Capt
round, but as they began the climbout, the number one engine oil pressu
w oil pressure light.  Taking immediate action to eliminate unnecessary d
ear and retarded the number one engine to idle once the gear had retra
round level and the crew requested a holding pattern.  The engine now ap
il pressure light out and no other abnormal indications.  Capt Rosa elected
ngine approach for a full stop following the resolution of the landing ge
wered the landing gear via the normal system and once again the nos

ompleting the landing gear alternate extension checklist with the same ind
own lock handle installed and pinned the nose gear down.  They declare
strument landing system to a full stop.  Maintenance later discovered faulty
il cap for the number one engine.  
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